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PAVEMENT SCHEDULE

VARIABLE CE% é
SLOPE GRADE TO VARIAB, C1 |70mm TYPE S9.5C
THIS LINE SLOPE
NOTES: C2 | 60mm TYPE S9.5B
(1) VARIES WHERE SPECIAL DITCH GRADES OCCUR. C3 | 6omm TYPE s9.5¢
TYPICAL SECTION NO. 5 C4 |VAR. DEPTHS9.5C
. D1 | 100mm 119.0C
USE TYPICAL SECTION NO. 5 FOR: D2 | 8omm 119.0c
-YAREV-: STA. 0+21.326 - STA. 1+30.000 D3 | 70 mm 119.0C
-YB-; STA. 0+21.473 - STA. 1+00.000
-Y1-: STA. 0+14.201 - STA. 0+90.000 D4 | 56 mm 1s.0¢
-Y2-: STA. 0+14.203 - STA. 1+10.000 D5 | VAR. DEPTH I19.0C
-Y3-: STA. 0+14.283 - STA. 0+90.000
X3 -Y4-: STA. 0+14.255 - STA. 1+05.000 "¢ E1 | 140 mm B25.00
E2 | 100 mm B25.08
DET-1
£ E3 | VAR. DEPTH B25.0C
- 36 _ - 3.6 _ - 3.6 .
E4 | VAR. DEPTH B25.0B
N . JARIES < *—?—H 0 135 f*—g—* J1 | 250mm AGG. BASE COURSE
GRADE | (1 m:' ~ g ‘Z“?ﬂ" GRADE J2 | 150mm AGG. BASE COURSE
0.02 . 008 SEE X-SECTIONS . SEE X-SECTIONS _ 008 __0.02 R1 | 125mm MONO. CONC. ISLAND.
__________ L FOR SLOPES Ty ' FORSLOPES T——————
3 { , %\ems — /g' ‘ g \GRADE » é T | EARTH MATERIAL
265m mm
290mm @@ THISLINE THISHNE | (1) “ U | EXISTING PAVEMENT
150mm | 1< -~ 150mm, | | THIS LINE.
V | 55mm MILLING
T L, o v e e
TYPICAL SECTION NO. 6 o |
NgL
7.0 L 3.6 P 36 . USE TYPICAL SECTION NO. 6 FOR:
-DET 1-: STA. 0+00.000 - STA. 3+00.585 . MED NBL
600mm 1. o ‘TED i3 !‘ 7.0 ol 3.6 .l < 36 .
Ai]womm ;4 7.0 ol 3.6 ol 3.6 . ;
| |
CXORKIRAFTK R K X X = ; | | 800mm GRADE <3 E
UNDERCUT \—SOIL STABILIZATION FABRIC i i
EXISTING GROUND | E
} N TRIGKIR KR KK ARA iSO IR FAAK KK KK XN \ / \
UNDERCUT DETAIL NO. 1 \. UNDERCUP . VARIES (SEE PROFILE EXISTING GROUND SOL STABILIZATION FABRIC
EXISTING GROUND AND 300mim BENEATH CULVERTS AND CROSS SECTIONS)
AT STA. 112+07+/- & STA. 161+33+/-
-L MED-: STA. 103+60 TO STA. 108+90, RT. | UNDERCUT DETAIL NO. 3
STA. 111+40 TO STA. 111+90, RT. |
STA. 113+00 TO STA. 1 14+00 RT. UNDERCUT DETAIL NO. 2
g ut
+ +
- - -L MED-: STA. 103+20 TO 111+90 RT
STA. 181400 1O STA. 181460, RT. -L MED-: STA. 111+90 TO STA. 112+20, RT. STA. 112440 TO 181+20 RT
STA. 190+20 TO STA. 192+60 RT. STA. 181+60 TO STA. 182+75, RT. STA. 190+20 TO 194+30 RT
STA. 192+90 TO STA. 195+30, RT. STA. 183+05 TO STA. 184+00, RT. |
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